Commonwealth of Kentucky
Division for Air Quality

PERMIT APPLICATION SUMMARY FORM

(For all sources except true minor sources)

Completed by: Herbert Campbell

GENERAL INFORMATION:

Name: Western Kentucky Energy Corp. Coleman Station
Address: 4982 River Road, Hawesville, Kentucky
Date application received: October 17, 1996
SIC/Source description: 4911, Electric Power Generating Plant
AFS#: 21-091-00003
Application log number: 50043
Permit number: V-02-003
APPLICATION TYPE/PERMIT ACTIVITY:
[X] Initial issuance [ ] Genera permit
[ ] Permit modification [ ]Conditional major
__Adminigtrative [X] TitleV
__Minor [ ] Synthetic minor
__Significant [X] Operating
[ ] Permit renewal [ ] Construction/operating

COMPLIANCE SUMMARY :
[ ] Sourceis out of compliance [ ] Compliance schedule included
[X] Compliance certification signed

APPLICABLE REQUIREMENTSLIST:
[ ] NSR [X] NSPS [x] SIP
[ ]PSD [ ] NESHAPS]| ] Other
[ ] Netted out of PSD/NSR [ ] Not major modification per 401 KAR 51:017,
1(23)(b) or 51:052,1(14)(b)

MISCELLANEOUS:
[X] Acid rain source
[X] Source subject to 112(r)
[ ] Source applied for federally enforceable emissions cap
[ ] Source provided terms for alternative operating scenarios
[ ] Source subject to aMACT standard
[ ] Source requested case-by-case 112(g) or (j) determination
[ ] Application proposes new control technology
[X] Certified by responsible official
[X] Diagrams or drawings included
[ ] Confidential business information (CBI) submitted in application
[ ] Pollution Prevention Measures
[ ] Areais non-attainment (list pollutants):

PERMIT APPLICATION SUMMARY FORM



WKE CoLEMAN PLANT
PaGe 2

EMISSIONS SUMMARY :

Pollutant Actud (tpy) Potential (tpy)
PM/PM, 2498.9/536.1 94319.5/21462

SO, 71,952 71952

NOX 19660 11636

CO 452 452

VOC 54.3 54.3

HCL 1087.5 1087.5

HF 136.8 136.8

Source Description:

The source is an electric power generating plant that has three pulverized coal fired boilers. Two
of the boilers have an input rating of 1643 MM Btu/hour and one has an input rating of 1665
MMBtwhour. All units are dry bottom, wall fired with fly ash reinjection.



